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Cable.  If the fused end of the cable is looped, loosen the nuts on the 
captive wire rope clip with a 
5/16” wrench in order to 
free the fused end.  (Note 
that the nuts can not be 
removed from the wire rope 
clip and may only be 
loosened.)  Push the 
straight fused end through 
the groove in the tailpiece 

until it comes out the other side.  Keep pushing it through until the 
swaged stop sleeve is almost touching the tailpiece extension.  Slide the 
fused, straight end of the cable through the captive wire rope clip.   Slide 
the wire rope clip 
towards the 
tailpiece extension 
until it is near the 
swaged stop 
sleeve and tighten 
the two nuts on 
the wire rope clip 
with a 5/16” 
wrench.  The 
cable to be pulled may now be attached to the loop at the other end of 
the pulling cable. 
Removing The Pulling Cable.  After the “shot” disconnect the pulled 
cable.  Loosen the nuts on the captive wire rope clip with a 5/16” wrench 
to free the fused end.  Pull the pulling cable out of the groove in the 
tailpiece extension. 
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FOOTAGE TOOLS “BIG SHOT” UNDERGROUND PIERCING TOOL 
WARRANTY 

 
Footage Tools Inc. warrants its pneumatic driven piercing tools to be free 
from manufacturer defects, for a period of two years from date of 
delivery.  Should any part fail due to defects in material or workmanship 
during this period, Footage Tools Inc. will furnish a new part free of 
charge F.O.B. their factory in Toronto, Canada.  Parts claimed to be 
defective must be held for inspection by Footage Tools Inc. or an 
authorized repair center.  This warranty covers only workmanship and 
materials and does not cover failure of parts as a result of negligence or 
improper use of the tool or parts that have been repaired or altered by 
anyone other than Footage Tools Inc. or their authorized repair centers. 
 
Shipping costs to and from the factory or repair centers are the 
responsibility of the customer.  Piercing tools must be operated with a 
suitable lubricator and an approved lubricant to be covered by the two 
year warranty.  The purchaser of this equipment is responsible for the 
manner in which it is used and Footage Tools Inc. disclaims all 
responsibility for any consequential damages. 
 
• SUPPORT 
Should this guide not have the information you require, consult the 
Service and Parts Manual available for this product. 
 
If you require further information, contact your local distributor or Footage 
Tools Inc. at our Toll-free number 1 (888) 737-3668. 
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