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This is the puller that started it all. The HPLS20 has replaced
more 4" sewers around the country than any other lateral
bursting system. Many are still going strong after a decade in
the field! Ultralight weight and unmatched speed* make the
HPLS20 your key to success in the residential sewer market.

SPECIFICATIONS

Pulling force:
19.24 tons @ 8,000 psi

Piston area:

4.81 square inches

Hydraulic flow rate:
Maximum 8 GPM

Cable size:
Maximum 3/4" swaged

Puller weight:
50 pounds

10" pulley base:
60 pounds

24" resistance plate:
50 pounds
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HPLS30

With formidable power in a super-sleek package, the HPLS30
is your tool of choice to burst pipes up to 6” in diameter. The
HPLS30 can also tackle 8” pipe when used with our Unified
Force series of pneumatic-assist bursting heads* Designed
for minimum maintenance and maximum performance!

SPECIFICATIONS

Pulling force:
29.5 tons @ 6,000 psi

Piston area:
9.82 square inches

Hydraulic flow rate:
Maximum 8 GPM

Cable size:
Maximum 3/4" swaged

Puller weight:
75 pounds

10” pulley base:
60 pounds

24" resistance plate:
50 pounds
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* Pipe matenials, routes, and ground conditions vary greatly. © Copyright 2009 TRIC Tools, Inc
Please consult TRIC technical support for optimal use of your equipment.



